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VivaScope® 1500/3000
Confocal Laser Scanning Microscope for in vivo use (830 nm)

VivaScope® 1500/ VivaScope® 3000invivo

The VivaScope 1500 offers researchers and users in 
the fields of medicine and cosmetics the possibility of 
optical examinations of skin in real time. 

This provides an in vivo, non-invasive view into the 
epidermis and the dermis all the way down to the up-
per stratum reticulare. A near-infrared laser (830 nm) 
is directed onto the individual skin sections where it is 
reflected. Melanin and keratin act as natural contrast 
agents due to their relatively high refractive index. The 
device generates black and white images of skin in an 
optimal quality. Cellular microstructures of skin can be 
depicted cell by cell in horizontal optical cross-sections 
(less than 5.0 µm section thickness).

The VivaScope 1500 is well-suited for a wide variety 
of medical and cosmetic applications. Therefore it has 
become an integral part of the standard equipment of 
many clinics, dermatologists’ offices and in companies 
and research organizations from the cosmetics industry. 

The VivaScope 1500 can be combined optimally with 
the VivaCam® and the handheld VivaScope 3000.

www.vivascope.eu

	■■ Optical biopsy

	■■ Non-invasive

	■■ In real time



VivaScope® 3000
Handheld Confocal Laser Scanning Microscope for in vivo use. 

Due to its low weight and compact design, the handheld  
VivaScope 3000 is especially flexible when it comes to daily routine 
tasks.

The portable confocal laser scanning microscope simplifies examin-
ing difficult to access skin regions such as the nose or behind the 
knee and delivers in vivo stable, undistorted, clear images.  

The VivaScope 3000 facilitates scanning large skin areas as with 
actinic keratosis, for example, since it works without being fixated 
with the tissue ring.

Macro camera for confocal laser scanning microscopy.

The macroscopic assessment of the surface of lesions and skin  
layers directly underneath: That is the task of the VivaCam, a digital 
macro camera in dermatoscopic quality.

The VivaCam produces a 5 megapixel image of a 10 mm field.  
This magnified view allows a differentiated examination of the skin 
areas in question. The VivaCam can be positioned on skin with the 
standard ring of the VivaScope 1500 model series. This makes it 
possible to correlate the macroscopic image and the confocal  
images generated by the VivaScope. 

Since both devices are electronically linked, it is possible to navigate 
within the macroscopic image to specify areas for the subsequent 
microscopic viewing with the VivaScope. 

VivaCam®

www.vivascope.eu

MAVIG GmbH 
VivaScope Systems
Stahlgruberring 5 
81829 Munich, Germany
Phone +49(0)89-420 96-280
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Technical Data VivaScope® 1500 VivaScope® 3000

Optical resolution� horizontal 
� vertical

< 1.25 µm in center of image field 
< 5.0 µm in center of image field

< 1.25 µm in center of image field 
< 5.0 µm in center of image field

Imaging depth upper layers of the stratum reticulare up to 200 µm (depends on tissue type)

Viewable section� individual image 500 µm x 500 µm 500 µm x 500 µm

X & Y axis movement +/– 4.0 mm –

Image resolution 1000 x 1000 pixels (Nyquist-optimized) 1000 x 1000 pixels (Nyquist-optimized)

Image digitization 8 bits 8 bits

Frame rate 9 frames per second 9 frames per second

Monitor 19“, 1280 x 1024 pixels, color flat panel display 19“, 1280 x 1024 pixels, color flat panel display 

Software VivaScan® Version 7 VivaScan® Version 7

Optical operating power CDRH Class 1, EU Class 1M	 CDRH Class 1, EU Class 1M (max. 16mW)

Imaging wavelength 830 nm 830 nm

Imaging head gimbal mount provides ±90° rotation in  
orthogonal direction

–

Included objective Lucid StableView™ F.L. = 4.3 mm 
0.9 NA immersion

Lucid StableView™ F.L. = 4.3 mm 
0.9 NA immersion

Operating temperature range 55°F to 85°F (13°C to 30°C) 55°F to 85°F (13°C to 30°C)

Power source 110 – 230 VAC, 50 – 60 Hz 110 – 230 VAC, 50 – 60 Hz

Operating humidity non-condensing non-condensing

Certifications FCC Classe A, CE-marked FCC Classe A, CE-marked
� Technical specifications are subject to change without notice. Status 09/2009
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